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40 CFR Ch. I (7–1–14 Edition) Pt. 63, Subpt. JJJJJ, Table 2 

TABLE 2 TO SUBPART JJJJJ OF PART 63—OPERATING LIMITS 

As stated in § 63.8405, you must meet each operating limit in the following table that ap-
plies to you. 

For each . . . You must . . . 

1. Kiln equipped with a DLA ..... a. Maintain the average pressure drop across the DLA for each 3-hour block period at or 
above the average pressure drop established during the performance test; and 

b. Maintain an adequate amount of limestone in the limestone hopper, storage bin (located at 
the top of the DLA), and DLA at all times; maintain the limestone feeder setting at or above 
the level established during the performance test; and 

c. Use the same grade of limestone from the same source as was used during the perform-
ance test; maintain records of the source and grade of limestone; and 

d. Maintain no VE from the DLA stack. 
2. Kiln equipped with a DIFF or 

DLS/FF.
a. If you use a bag leak detection system, initiate corrective action within 1 hour of a bag leak 

detection system alarm and complete corrective actions in accordance with your OM&M 
plan; operate and maintain the fabric filter such that the alarm is not engaged for more than 
5 percent of the total operating time in a 6-month block reporting period; or maintain no VE 
from the DIFF or DLS/FF stack; and 

b. Maintain free-flowing lime in the feed hopper or silo and to the APCD at all times for contin-
uous injection systems; maintain the feeder setting at or above the level established during 
the performance test for continuous injection systems. 

3. Kiln equipped with a WS ...... a. Maintain the average scrubber pressure drop for each 3-hour block period at or above the 
average pressure drop established during the performance test; and 

b. Maintain the average scrubber liquid pH for each 3-hour block period at or above the aver-
age scrubber liquid pH established during the performance test; and 

c. Maintain the average scrubber liquid flow rate for each 3-hour block period at or above the 
average scrubber liquid flow rate established during the performance test; and 

d. If chemicals are added to the scrubber water, maintain the average scrubber chemical feed 
rate for each 3-hour block period at or above the average scrubber chemical feed rate es-
tablished during the performance test. 

TABLE 3 TO SUBPART JJJJJ OF PART 63—REQUIREMENTS FOR PERFORMANCE TESTS 

As stated in § 63.8445, you must conduct each performance test in the following table that 
applies to you. 

For each . . . You must . . . Using . . . According to the following re-
quirements . . . 

1. Kiln ....................................... a. Select locations of sam-
pling ports and the number 
of traverse points.

Method 1 or 1A of 40 CFR 
part 60, appendix A.

Sampling sites must be lo-
cated at the outlet of the 
APCD and prior to any re-
leases to the atmosphere 
for all affected sources. If 
you choose to meet the 
percent emission reduction 
requirements for HF or HCl, 
a sampling site must also 
be located at the APCD 
inlet. 

b. Determine velocities and 
volumetric flow rate.

Method 2 of 40 CFR part 60, 
appendix A.

You may use Method 2A, 2C, 
2D, 2F, or 2G of 40 CFR 
part 60, appendix A, as ap-
propriate, as an alternative 
to using Method 2 of 40 
CFR part 60, appendix A. 

c. Conduct gas molecular 
weight analysis.

Method 3 of 40 CFR part 60, 
appendix A.

You may use Method 3A or 
3B of 40 CFR part 60, ap-
pendix A, as appropriate, 
as an alternative to using 
Method 3 of 40 CFR part 
60, appendix A. 

d. Measure moisture content 
of the stack gas.

Method 4 of 40 CFR part 60, 
appendix A.
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